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ABSOLUTE MAXIMUM RATINGS
(1)
VIN................................................ -0.3V to +28V
VSW .... -0.3V (-5V < 10ns) to +28V (30V < 10ns)
VBST .....................................................VSW + 6V
All other pins
(2)
.............................. -0.3V to +6V
Continuous power dissipation (TA = +25°C)
(3)
................................................................1.25W
Junction temperature ............................... 150°C
Lead temperature .................................... 260°C
Storage temperature.................. -65°C to 150°C
Recommended Operating Conditions
(4)
Supply voltage (VIN) ...........................4.5 to 21V
Output voltage (VOUT)............... 0.8V to VIN*DMAX
Operating junction temp (TJ). ... -40°C to +125°C
Thermal Resistance
(5)
θJA θJC
QFN-8 (1.5mmx2.5mm)….....100…..20......°C/W
NOTES:
1) Exceeding these ratings may damage the device.
2) For details of EN’s ABS MAX rating, please refer to the EN
control section on page 11.
3) The maximum allowable power dissipation is a function of the
maximum junction temperature TJ (MAX), the junction-to-
ambient thermal resistance θ
JA, and the ambient temperature
TA. The maximum allowable continuous power dissipation at
any ambient temperature is calculated by PD (MAX) = (TJ
(MAX)-TA
)/θ
JA.
Exceeding the maximum allowable power
dissipation produces an excessive die temperature, causing
the regulator to go into thermal shutdown. Internal thermal
shutdown circuitry protects the device from permanent
damage.
4) The device is not guaranteed to function outside of its
operating conditions.
5) Measured on JESD51-7, 4-layer PCB.
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	제조업체	부품명	데이터시트	상세설명
	

Monolithic Power System...	
MP2380
	


371Kb / 11P	   5A, 21V, 600KHz Step-Down Converter

	
MP2380DN
	


371Kb / 11P	   5A, 21V, 600KHz Step-Down Converter

	

Texas Instruments	
MP238EC
	


899Kb / 22P	[Old version datasheet]   LINE DRIVER/RECEIVER WITH ESD (HBM) PROTECTION
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	제조업체	부품명	데이터시트	상세설명
	

Monolithic Power System...	
MP2313
	


837Kb / 19P	   High Efficiency 1A, 24V, 2MHz Synchronous Step Down Converter

	
EV21148-QD-00B
	


273Kb / 7P	   1A Synchronous Step-down Converter in Ultra-small 1x1.5mm QFN

	
EV2313-J-00A
	


324Kb / 6P	   High Efficiency,24V,1A,2MHz,Synchronous Step-Down Converter Evaluation Board

	

Richtek Technology Corp...	
RT8072
	


292Kb / 16P	   5A, 2MHz, High Efficiency Synchronous Step-Down Converter

	

Monolithic Power System...	
MP8718
	


510Kb / 17P	   High Efficiency 4A, 21V, 500kHz Synchronous Step-down Converter

	

Richtek Technology Corp...	
RT8073
	


289Kb / 16P	   6A, 2MHz, High Efficiency Synchronous Step-Down Converter

	

Monolithic Power System...	
MP28252
	


369Kb / 14P	   High Efficiency 2A, 21V, 500kHz Synchronous Step-down Converter

	
MP28254
	


365Kb / 14P	   High Efficiency 4A, 21V, 500kHz Synchronous Step down Converter

	
MP8716
	


321Kb / 14P	   High Efficiency 3A, 21V, 500kHz Synchronous Step-down Converter

	
MP8709
	


368Kb / 14P	   High Efficiency 4A, 21V, 500kHz Synchronous Step-down Converter
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