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LB A676
BLUE LINE
TM Hyper SIDELED®
Hyper-Bright LED
Lead (Pb) Free Product - RoHS Compliant
2006-03-15
1
Besondere Merkmale
• Gehäusetyp: weißes SMT Gehäuse, farbloser
klarer Verguss
• Besonderheit des Bauteils: Abstrahlung
parallel zur Platine, deshalb ideal zur
Einkopplung in Lichtleiter
• Wellenlänge: 465 nm (blau)
• Abstrahlwinkel: Lambertscher Strahler (120°)
• Technologie: GaN
• optischer Wirkungsgrad: 1 lm/W
• Gruppierungsparameter: Lichtstärke
• Verarbeitungsmethode: für alle
SMT-Bestücktechniken geeignet
• Lötmethode: IR Reflow Löten und
Wellenlöten (TTW)
• Vorbehandlung: nach JEDEC Level 2
• Gurtung: 12-mm Gurt mit 2000/Rolle,
ø330 mm
• ESD-Festigkeit: ESD-sicher bis 2 kV nach
JESD22-A114-B
Anwendungen
• optischer Indikator
• Einkopplung in Lichtleiter
• Hinterleuchtung (LCD, Handy, Schalter,
Tasten, Displays, Werbebeleuchtung,
Allgemeinbeleuchtung)
• Innenbeleuchtung im Automobilbereich
(z.B. Instrumentenbeleuchtung)
• Markierungsbeleuchtung (z.B. Stufen,
Fluchtwege, u.ä.)
• Signal- und Symbolleuchten
Features
• package: white SMT package, colorless clear
resin
• feature of the device: radiation direction
parallel to PCB, so an ideal LED for coupling in
light guides
• wavelength: 465 nm (blue)
• viewing angle: Lambertian Emitter (120°)
• technology: GaN
• optical efficiency: 1 lm/W
• grouping parameter: luminous intensity
• assembly methods: suitable for all
SMT assembly methods
• soldering methods: IR reflow soldering and
TTW soldering
• preconditioning: acc. to JEDEC Level 2
• taping: 12 mm tape with 2000/reel, ø330 mm
• ESD-withstand voltage: up to 2 kV acc. to
JESD22-A114-B
Applications
• optical indicators
• coupling into light guides
• backlighting (LCD, cellular phones, switches,
keys, displays, illuminated advertising,
general lighting)
• interior automotive lighting
(e.g. dashboard backlighting)
• marker lights (e.g. steps, exit ways, etc.)
• signal and symbol luminaire
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	제조업체	부품명	데이터시트	상세설명
	

OSRAM GmbH	
LB-A673
	


558Kb / 21P	   white SMT package, colorless clear resin

	
LB-A67C
	


360Kb / 16P	   white SMT package, colorless clear resin
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	제조업체	부품명	데이터시트	상세설명
	

OSRAM GmbH	
LSGT677
	


392Kb / 15P	   white SMT package, colorless clear resin

	
LSM47K
	


456Kb / 19P	   white SMT package, colorless clear resin

	
CT-DELSS1.12
	


694Kb / 22P	   white SMT package, colorless clear resin

	
LB-Y8SG
	


1Mb / 22P	   white SMT package, colorless clear resin

	
LP-M676
	


502Kb / 20P	   white SMT package, colorless clear resin

	
LS-P47F
	


522Kb / 21P	   white SMT package, colorless clear resin

	
LT-Y8SG
	


536Kb / 21P	   white SMT package, colorless clear resin

	
LG-M670
	


478Kb / 19P	   white SMT package, colorless clear resin

	
LB-M47C
	


415Kb / 15P	   white SMT package, colorless clear resin

	
LO-A67B
	


437Kb / 19P	   white SMT package, colorless clear resin
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