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Kennwerte (
T
A = 25 °C)
Characteristics
Bezeichnung
Parameter
Symbol
Symbol
Wert
Value
Einheit
Unit
min.
typ.
max.
Stromaufnahme,
V
CC = 5 V, E = 0
Current consumption
I
CC
–1.3
–mA
Wellenlänge der max. Fotoempfindlichkeit
Wavelength of max. sensitivity
λ
s max
–
940
–
nm
Spektraler Bereich der Fotoempfindlichkeit
Spectral range of sensitivity
λ
830
–
1100
nm
Ausgangsspannung
Output voltage
Output “High” - (
I
q = 10 µA)
Output “Low” - (
I
q = 500 µA)
V
OUT high
V
OUT low
V
S – 0.5
–
–
–
–
0.5
V
Trägerfrequenz
Carrier frequency
f
0
–30
33
36
38
40
–kHz
Min. Bestrahlungsstärke (Testsignal, s. Fig. 3)
Min. Threshold irradiance (test signal, see Fig. 3)
f = f
0, tp,I = 600 µs
E
e min
–
0.35
0.5
mW/m2
Min. Eingangspulsbreite „ON“
(Testsignal, s. Fig. 3)
1)
Min. Input pulse width “ON”
(test signal, see Fig. 3)
1)
1)
Die volle Empfindlichkeit wird bei einer Burstlänge von mindestens 6 Pulsen erreicht. Die Reichweite bei
Verwendung eines typischen Senders (SFH 4510/SFH 4515,
I
F = 500 mA) beträgt etwa 30 m.
1)
A minimum burst length of 6 pulses is necessary for full sensitivity. The transmission distance with a typical
transmitter (SFH 4510/SFH 4515,
I
F = 500 mA) is about 30 m.
t
p,I
6/
f
O
––
µs
Ausgangspulsbreite „ON“
(Testsignal, s. Fig. 3)
Output pulse width “ON” (test signal, see Fig. 3,
E
e = 1 mW/m
2)
t
p,O
t
p,I
– 6/
f
O
–
t
p,I
+ 6/
f
O
µs
50%-Filterbandbreite,
f = f
O, EV = 0, VCC = 5 V
50%-Filter bandwidth
∆f
50%
3–6kHz
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	제조업체	부품명	데이터시트	상세설명
	

Samtec, Inc	
SHF
	


179Kb / 1P	   SHROUDED AND EJECTOR IDC HEADER (1.27 mm) .050" PITCH

	
SHF
	


275Kb / 1P	   TIGER EYE™ FLAT IDC WIRE CABLES (1.27 mm) .050" PITCH

	

List of Unclassifed Man...	
SHF-001T-0.8BS
	


232Kb / 8P	   Crimping tools and machines

	
SHF-001T-0.8BS
	


142Kb / 4P	   Disconnectable Crimp style connectors

	
SHF-002T-0.8BS
	


232Kb / 8P	   Crimping tools and machines
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	제조업체	부품명	데이터시트	상세설명
	

Infineon Technologies A...	
SFH5110
	


48Kb / 7P	   IR-Receiver for Remote Control Systems

2000-01-01
	

Vishay Siliconix	
TSOP1330SB1
	


233Kb / 7P	   IR Receiver Modules for Remote Control Systems

Rev. 6, 15-Oct-2002
	
TSOP61
	


648Kb / 26P	   IR Receiver Modules for Remote Control Systems

Rev. 1.3, 22-Jul-16
	
TSOP331
	


490Kb / 22P	   IR Receiver Modules for Remote Control Systems

Rev. 1.1, 22-Jul-16
	
TSOP361
	


654Kb / 26P	   IR Receiver Modules for Remote Control Systems

Rev. 1.3, 22-Jul-16
	
TSOP53230
	


479Kb / 22P	   IR Receiver Modules for Remote Control Systems

Rev. 1.1, 22-Jul-16
	
TSOP77P38
	


278Kb / 12P	   IR Receiver Modules for Remote Control Systems

Rev. 1.0, 13-Mar-12
	
TSOP352
	


323Kb / 12P	   IR Receiver Modules for Remote Control Systems

Rev. 1.6, 03-Sep-13
	
TSOP773
	


297Kb / 12P	   IR Receiver Modules for Remote Control Systems

Rev. 1.4, 22-Jul-16
	
TSOP77230W
	


336Kb / 12P	   IR Receiver Modules for Remote Control Systems

Rev. 1.6, 13-Sep-17
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