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MH203A
High Linearity Cellular-Band MMIC Mixer
Product Information
Typical Upconversion Performance Plots
Performance using the circuitry on the MH203A-PCB Evaluation Board
Circuit Board Material: .014” FR-4, 4 layers, .062” total thickness
All passive components are 0402 size.
All other pins on mixer are grounded.
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	제조업체	부품명	데이터시트	상세설명
	

List of Unclassifed Man...	
MH203
	


140Kb / 4P	   High Linearity Cellular-Band MMIC Mixer

	

WJ Communication. Inc.	
MH203
	


153Kb / 4P	   High Linearity Cellular-Band MMIC Mixer

	

List of Unclassifed Man...	
MH203-PCB
	


140Kb / 4P	   High Linearity Cellular-Band MMIC Mixer

	

WJ Communication. Inc.	
MH203-PCB
	


153Kb / 4P	   High Linearity Cellular-Band MMIC Mixer

	
MH203-RFID
	


153Kb / 4P	   High Linearity Cellular-Band MMIC Mixer
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	제조업체	부품명	데이터시트	상세설명
	

List of Unclassifed Man...	
MH203
	


140Kb / 4P	   High Linearity Cellular-Band MMIC Mixer

	

WJ Communication. Inc.	
MH203-RFID
	


153Kb / 4P	   High Linearity Cellular-Band MMIC Mixer

	
MH205-RFID
	


144Kb / 4P	   High Linearity Cellular-Band MMIC Mixer

	
MH205A
	


192Kb / 4P	   High Linearity Cellular-Band MMIC Mixer

	
MH205A
	


139Kb / 4P	   High Linearity Cellular-Band MMIC Mixer

	
MH204
	


163Kb / 2P	   High Dynamic Range Cellular Band MMIC Mixer

	

List of Unclassifed Man...	
MH202
	


163Kb / 2P	   High Dynamic Range Cellular Band MMIC Mixer

	

WJ Communication. Inc.	
CV110-1A
	


244Kb / 4P	   Cellular-band High Linearity Downconverter

	
CV110-1A
	


281Kb / 4P	   Cellular-band High Linearity Downconverter

	
CV110-3A
	


281Kb / 4P	   Cellular-band High Linearity Downconverter
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