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Specifications are subject to change without notice (08.12.2005)
Connection cable
2, 3, or 4 conductor PVC
cable,
normally
screened.
Cable length: max. 100 m.
The resistance between the
cores and the ground must
be at least 220k. Normally, it
is recommended to use a
screened
cable
between
probe and controller, e.g.
where the cable is placed in
parallel to the load cables
(mains). The screen has to be
connected to Y3 (reference).
DIP-switch setting
Select the needed function
on the DIP-switches, so that
the
desirable
application
occurs.
Press
the
push-
button in front of the con-
troller shortly, until the green
LED flashes once. The DIP-
switch setting will now be
read by the controller.
Teach-in:
Make sure that the reference
electrode and one of the
other electrodes are in con-
tact
with
the
liquid
–
approximately 1 cm. Press
the “teach” pushbutton at
the front of the controller for
approximately
2
seconds,
until the green LED turns
OFF. The controller will now
auto-adjust itself according
to
the
resistance
of
the
measuring
liquid.
If
the
resistance of the liquid is
outside the maximum range
handled by the controller,
the green LED will flash
quickly for a period of 2
seconds, indicating a wrong
teach-in.
Filter
The
signal
delay
is
selectable from 1 second or
3 seconds, and works for
the on/off switching of the
output relays.
Example 1
The diagram shows the level
control connected as max.
Mode of Operation
CLD2ET1CM24
and min. control. The relays
react to the low alternating
current created when the
electrodes are in contact
with the liquid.
The reference (Ref) must be
connected to the container
or if the container consists
of a non-conductive material,
to an additional electrode.
(To be connected to pin Y3).
(In the diagram this electrode
is shown by the dotted line).
Function: Charge or Discharge
The Controller can be used as a
minimum-maximum control for
one system.
Y2
Y1
Y3
Power Supply
Charging or discharging
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Charging
Power supply
LO electrode in liquid
HI electrode in liquid
Relay on pumping contact (make)
Discharging
Power supply
HI electrode in liquid
LO electrode in liquid
Relay on pumping contact (make)
Time
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Example 1
(Din-rail)
DIP switches
ON
1
Discharge
1
Charge
2
Filter off
2
Filter on
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	제조업체	부품명	데이터시트	상세설명
	

Micro Commercial Compon...	
CLD20
	


233Kb / 4P	   20mA Current Limiting Diode

	
CLD20B
	


656Kb / 4P	   20mA Current Limiting Diode

	
CLD20B
	


321Kb / 4P	   20mA Current Limiting Diode

	
CLD20B-TP
	


656Kb / 4P	   20mA Current Limiting Diode

	
CLD20B
	


321Kb / 4P	   20mA Current Limiting Diode
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List of Unclassifed Man...	
VH1
	


60Kb / 1P	   Level Sensors Conductive

	

Omron Electronics LLC	
61F-GP-N8
	


399Kb / 10P	   Conductive Level Controller

	

Carlo Gavazzi Holding A...	
CLH
	


152Kb / 2P	   Conductive Sensors Level Probes

08.04.2011
	

EPCOS	
B59050D1120B040
	


226Kb / 9P	   PTC thermistors as point level sensors

	
B59050D1100B040
	


224Kb / 9P	   PTC thermistors as point level sensors

	
B59011E0160A040
	


219Kb / 9P	   PTC thermistors as point level sensors

	

Carlo Gavazzi Holding A...	
VH3
	


409Kb / 2P	   Conductive Sensors Level Hanging Probes Types VH3, VH4

	

Magnetrol International...	
80-5212-322
	


409Kb / 28P	   RF Point Level Switches

	

SICK AG	
LFV200-XATNACPV
	


289Kb / 4P	   LEVEL SENSORS

	
LFV200-XATNATPML
	


289Kb / 4P	   LEVEL SENSORS
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