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Metal
Shaft
Insulated
Shaft
Knob
Operating
Slide
Potentiometers
Rotary
Potentiometers
Metal Shaft Potentiometers
Type
Number of drive shafts
Model
Photo
Fixing method of bushing
Terminal mounting
Attached switch
Gang error applicable to
Dual-unit parts for audio
volume control purposes
Page
50mm size
metal shaft high-
quality-audio
20mm size
metal shaft
27mm size
metal shaft
Single-shaft
RK5011
□A
RK203 / EC20A
RK2711
RK1681
□ / MG0
RK2711
□MC0
The bushing can be fastened by use of screws
The bushing can be
fastened by use of screws
Bushing screw clamp
Without
−100dB to 0dB
2dB max.
−40dB to 0dB
3dB max.
358
352
354
360
−60dB to 0dB
3dB max.
−60dB to 0dB
3dB max.
Vertical type
Horizontal type
Rotary motor-driven
350
℃ max. 5s
max.
350
℃ max. 3s max.
Motor terminal : 350
$max 2s max.
350
±10℃, 5s
＋1
0
300
℃ max. 3s
max.
260
±5℃, 5±1s
260
±5℃, 5±1s
Manual
soldering
Dip soldering
Reflow soldering
Operating temperature range
−30℃ to ＋80℃
−10℃ to ＋70℃
0.05W
0.1W
0.05W
5k
Ω≦R＜ 10kΩ
70dB min.
10k
Ω≦R＜ 50kΩ
80dB min.
50k
Ω≦R＜100kΩ
90dB min.
100k
Ω≦R
100dB min.
120dB min.
100M
Ω min. 250V DC
100M
Ω min. 500V DC
100M
Ω min. 250V DC
300V AC
for 1minute
300V AC
for 1minute
500V AC for 1minute
0.5
100N max.
0.9
1.5
0.9
150N max.
100N max.
10 to 55 to 10Hz/min., the amplitude is 1.5mm for all the frequencies,
in the 3 direction of X, Y and Z and for 2 hours respectively
85
±2℃ for 192h
Rated power
Residual
resistance
Maximum
attenuation
（Volume
control
）
Insulation
resistance
Voltage proof
Stopper strength
（N・m）
Push-pull strength
Vibration
−40±2℃ for 192h −30±3℃ for 96h −20±3℃ for 240h
−20±2 for 96h
60
±3℃,
90 to 95
％RH for 240h
70
±2℃ for 96h
70
±2℃ for 240h
70
±2℃ for 96h
40
±2℃,
90 to 95
％RH for 96h
60
±2℃,
90
to 95％RH for 240h
40
±2℃,
90
to 95％RH for 96h
Cold
Dry heat
Damp heat
R
≦10kΩ 20Ωmax.
10k
Ω＜R≦50kΩ 30Ωmax.
50k
Ω＜R
Nominal total resistance of 0.1% or less
5k
Ω≦R＜
10k
Ω
70dB min.
10k
Ω≦R＜
50k
Ω
80dB min.
50k
Ω≦R＜
100k
Ω
90dB min.
100k
Ω≦R
100dB min.
R
≦10kΩ
20
Ωmax.
10k
Ω＜R≦50kΩ 30Ωmax.
50k
Ω＜R
Nominal total resistance of 0.1% or less
350
℃ max. 5s max.
Motor terminal:350
℃ max. 2s max.
100M
Ω min. 500V DC
500V AC
for 1minute
−30±3℃ for 96h
● Metal Shaft Potentiometers Attached Parts ………………………………………………………………………………363
● Metal Shaft Potentiometers Cautions …………………………………………………………………………………364, 365
List of Varieties
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	제조업체	부품명	데이터시트	상세설명
	

ALPS ELECTRIC CO.,LTD.	
RK16812MG099
	


790Kb / 5P	   Remote controllable and available in a wide variety of products

	

List of Unclassifed Man...	
RK16812MG099
	


144Kb / 4P	   Product Change Notice

June 8, 2020
	
RK16812MG09T
	


144Kb / 4P	   Product Change Notice

June 8, 2020
	

ALPS ELECTRIC CO.,LTD.	
RK16814MGA0K
	


790Kb / 5P	   Remote controllable and available in a wide variety of products

	

List of Unclassifed Man...	
RK16814MGA0K
	


144Kb / 4P	   Product Change Notice

June 8, 2020
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	제조업체	부품명	데이터시트	상세설명
	

Omron Electronics LLC	
3S4YR-MBR
	


163Kb / 5P	   Motor Driven Card Reader

	
3S4YR-MBR4
	


163Kb / 5P	   Motor Driven Card Reader

	

ALPS ELECTRIC CO.,LTD.	
RS60N11M9A05
	


353Kb / 7P	   Motor-driven Master Type竊뉾otor N Fader, Motor K Fader竊

	

List of Unclassifed Man...	
315A-AH
	


170Kb / 1P	   Outdoor Motor Driven Industrial Siren

	

Omron Electronics LLC	
3S4YR-MM
	


1Mb / 6P	   Motor Driven Card Reader/Writer

	
3S4YR-MKW
	


525Kb / 5P	   Motor Driven Card Reader/Writer

	

Advanced Technical Mate...	
AV08-XX-28
	


72Kb / 1P	   OUTLINE, AV08 MOTOR DRIVEN ATTENUATOR

	
AV07-XX-28
	


73Kb / 1P	   OUTLINE, AV07 MOTOR-DRIVEN ATTENUATOR

	

Omron Electronics LLC	
3S4YR-MVF
	


389Kb / 4P	   Motor Driven Card Reader/Writer

	

Advanced Technical Mate...	
AV06-XX-28
	


70Kb / 1P	   OUTLINE, AV06 MOTOR-DRIVEN ATTENUATOR
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