














		전자부품 데이터시트 검색엔진	
    	
			 
    		   Korean  ▼	


			
				 English	 Chinese
	 German	 Japanese
	 Russian	 Korean
	 Spanish	 French
	 Italian	 Portuguese
	 Polish	 Vietnamese
	 Indian	 Mexican
	 British	 New Zealand


		    
	

	


	ALLDATASHEET.CO.KR

	

부품명
상세내용
마킹넘버







X  





 




	
Match&Start
Match
Start with
End
Included


All Manufacturers










	



	
Preview
	
PDF
	
Download
	
HTML
	
	Chat AI



	





	


	
 AWS145 데이터시트(PDF) 1 Page - Caliber Electronics Inc.







	
	 부품명	 AWS145
	
	상세설명	 32.768kHz SMD Watch Crystal 
	
	 Download	  1 Pages
	
	Scroll/Zoom	

100% 

	
	제조업체	 CALIBER [Caliber Electronics Inc.]
	
	홈페이지	 
	
	Logo	 
	

		








	
 AWS145 데이터시트(HTML) 1 Page - Caliber Electronics Inc.



	


	 		 







zoom in
zoom out

 

	
 1 / 1 page
TEL 949-366-8700
FAX 949-366-8707
WEB http://www.caliberelectronics.com
AWS145 Series
32.768kHz SMD Watch Crystal
Frequency
32.768kHz
Frequency Tolerance
Parabolic Curvature Constant
±20ppm Max.
-0.04ppm/(
Δ°C)2 Max.
Turnover Temperature
25°C ±5°C
Operating Temperature Range
-40°C to 85°C
Storage Temperature Range
-55°C to 125°C
Load Capacitance
12.5pF Typical (blank in part numbering) / 7pF denoted –7 as suffix.
Resonance Resistance
65,000 Ohms Max
Q Factor
50,000 Min.
Drive Level
1uWatt Maximum
Motional Capacitance / Shunt Capacitance
1.9fF Typ. / 0.8pF Typ.
ELECTRICAL SPECIFICATIONS
Revision: 2005-C
PART NUMBERING GUIDE
Environmental/Mechanical Specifications on page F5
AWS145 - 32.768kHz - 7
32.768kHz SMD Watch Crystal
7.0(L)X1.4(H)X1.5(W)
MECHANICAL DIMENSIONS
Marking Guide
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Internal Pin Connection
Recommended Solder Pad Layout
Lead-Free
RoHS Compliant
Marking Guide:
32C49
32 = Frequency (32.768kHz)
C
= Caliber Electronics Inc.
49 = Manufacturing Date Code
Load Capacitance / Blank =
12pF
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List of Unclassifed Man...	
AWS145
	


30Kb / 1P	   32.768kHz SMD Watch Crystal
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List of Unclassifed Man...	
AWS2
	


56Kb / 1P	   32.768kHz SMD Watch Crystal

	

Caliber Electronics Inc...	
AWS100S
	


47Kb / 1P	   32.768kHz SMD Watch Crystal

	

List of Unclassifed Man...	
AWS100S
	


42Kb / 1P	   32.768kHz SMD Watch Crystal

	

Caliber Electronics Inc...	
AWS2
	


61Kb / 1P	   32.768kHz SMD Watch Crystal

	

List of Unclassifed Man...	
AWS145
	


30Kb / 1P	   32.768kHz SMD Watch Crystal

	

Golledge Electronics Lt...	
GSX-200
	


578Kb / 4P	   32.768kHz CM200C Watch Crystal

	
GSX-315
	


593Kb / 5P	   Miniature SM 32.768kHz Watch Crystal

	
GWX-1610
	


565Kb / 4P	   1610 Package 32.768kHz Watch Crystal

	

Abracon Corporation	
AB38T-32.768KHZ
	


594Kb / 2P	   32.768kHz WATCH CRYSTAL, 8.3 x 첩3.2MM CYLINDER PACKAGE

08.08.11-I
	
AB38T-32-768KHZ
	


594Kb / 2P	   32.768kHz WATCH CRYSTAL, 8.3 x 첩3.2MM CYLINDER PACKAGE

08.08.11-I
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