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●
Absolute Maximum Ratings (Ta=25[℃])
Parameter
Symbol
Rating
Unit
LM358 family
LM324 family
LM2904 family
LM2902 family
Supply Voltage
VDD
+32
V
Operating Temperature Range
Topr
0 to +70
-40 to +125
℃
Storage Temperature Range
Tstg
-65 to +150
℃
Input Common-mode Voltage
VICM
-0.3 to +32
V
Maximum Junction Temperature
Tjmax
+150
℃
●
Electric Characteristics
○
LM358,LM324 family(Unless otherwise specified, Vcc
+=+5[V], Vcc-=0[V])
Parameter
Symbol
Temperature
range
Limit
Unit
Conditions
Fig.
No
LM358 family
LM324 family
Min.
Typ.
Max.
Min.
Typ.
Max.
Input Offset Voltage (*1)
VIO
25℃
－
2
7
－
－
7
mV
VO=1.4[V],RS=0[Ω]
5[V]< Vcc
+<30[V]
0<VIC< Vcc
+-1.5[V]
98
Full range
－
－
9
－
－
9
Input Offset Current (*1)
IIO
25℃
－
2
30
－
2
30
nA
VO=1.4[V]
98
Full range
－
－
－
－
－
100
Input Bias Current (*1)
IIB
25℃
－
20
150
－
20
150
nA
VO=1.4[V]
98
Full range
－
－
200
－
－
300
Large Signal Voltage Gain
AVD
25℃
25
100
－
25
100
－
V/mV
Vcc
+=15[V]
VO=1.4[V] to 11.4[V]
RL=2[kΩ]
98
Supply Voltage Rejection Ratio
SVR
25℃
65
100
－
65
110
－
dB
RS≦10[kΩ]
Vcc
+=5[V] to 30[V]
98
Full range
65
－
－
65
－
－
Supply Current (All Amp)
ICC
25℃
－
－
－
－
0.7
1.2
mA
Vcc
+=5[V],No Load
99
25℃
－
－
－
－
1.5
3
Vcc
+=30[V],No Load
Full range
－
0.7
1.2
－
0.8
3
Vcc
+=5[V],No Load
Full range
－
－
2
－
1.5
3
Vcc
+=30[V],No Load
Input Common-mode Voltage Range
VICM
25℃
－
－
Vcc
+-1.5
－
－
Vcc
+-1.5
V
Vcc
+=30[V]
98
Full range
－
－
Vcc
+-2.0
－
－
Vcc
+-2.0
Common-mode Rejection Ratio
CMR
25℃
70
85
－
70
80
－
dB
RS≦10[kΩ]
98
Full range
60
－
－
60
－
－
Output Short Circuit Current (*2)
Isource
25℃
20
40
60
20
40
70
mA
Vcc
+=15[V],VO=+2[V]
VID=+1[V]
99
Output Sink Current (*2)
Isink
25℃
10
20
－
10
20
－
mA
VO=+2[V],
Vcc
+=15[V],VID=-1[V]
99
12
50
－
12
50
－
μA
VO=+0.2[V],
Vcc
+=15[V] ,VID=-1[V]
Output Voltage Swing
Vopp
25℃
0
－
Vcc
+-1.5
－
－
－
V
RL=2[kΩ]
99
Full range
0
－
Vcc
+-2.0
－
－
－
High Level Output Voltage
VOH
25℃
27
28
－
27
28
－
V
Vcc
+=30[V],RL=10[kΩ]
99
Full range
27
－
－
27
－
－
Low Level Output Voltage
VOL
25℃
－
5
20
－
5
20
mV
RL=10[kΩ]
99
Full range
－
－
20
－
－
20
Slew Rate
SR
25℃
－
0.6
－
－
0.4
－
V/μs
RL=2[kΩ],CL=100[pF],
Vcc
+=15[V]
VI=0.5[V] to 3[V],
Unity Gain
99
Gain Bandwidth Product
GBP
25℃
－
1.1
－
－
1.3
－
MHz
Vcc
+=30[V],RL=2[kΩ],
CL=100[pF]
VIN=10[mV],f=100[kHz]
99
Total Harmonic Distortion
THD
25℃
－
0.02
－
－
0.015
－
％
f=1[kHz],AV=20[dB]
RL=2[kΩ]
CL=100[pF],VO=2[Vpp]
99
Input Equivalent Noise Voltage
en
25℃
－
55
－
－
40
－
Hz
nV/
f=1[kHz],RS=100[Ω]
Vcc
+=30[V]
99
Input Offset Voltage Drift
DVIO
－
－
7
－
－
7
－
μV/℃
－
－
Input Offset Current Drift
DIIO
－
－
10
－
－
10
－
pA/℃
－
－
Channel Separation
VO1/VO2
25℃
－
120
－
－
120
－
dB
1[kHz]≦f≦20[kHz]
99
(*1) Absolute value
(*2) Under high temperatures, please consider the power dissipation when selecting the output current.
When output terminal is continuously shorted the output current reduces the internal temperature by flushing.
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	제조업체	부품명	데이터시트	상세설명
	

STMicroelectronics	
LM324WPT
	


781Kb / 16P	   Low Power Quad Operational Amplifiers

Rev 2 June 2005
	
LM324WPT
	


1Mb / 22P	   Low-power quad operational amplifiers

Rev 8 - September 2019
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	제조업체	부품명	데이터시트	상세설명
	

Rohm	
LM393DT
	


422Kb / 18P	   SIGNATURE SERIES Comparators

	
LM393DT
	


866Kb / 38P	   SIGNATURE SERIES Comparators

	
LM358DR
	


797Kb / 18P	   TROPHY SERIES Operational Amplifiers

2011.06 - Rev.B
	
LM358MX
	


730Kb / 18P	   NOW SERIES Operational Amplifiers

2011.06 - Rev.C
	

Linear Technology	
LM308A
	


459Kb / 8P	   OPERATIONAL AMPLIFIERS

	

Analog Devices	
AD8529
	


400Kb / 16P	   Operational Amplifiers

REV. D
	

Texas Instruments	
LM112
	


450Kb / 8P	[Old version datasheet]   Operational Amplifiers

	
LM107
	


444Kb / 12P	[Old version datasheet]   Operational Amplifiers

	

National Semiconductor ...	
LM101A
	


608Kb / 20P	   Operational Amplifiers

	

Maxwell Technologies	
OP284
	


861Kb / 16P	   Operational Amplifiers
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