














		전자부품 데이터시트 검색엔진	
    	
			 
    		   Korean  ▼	


			
				 English	 Chinese
	 German	 Japanese
	 Russian	 Korean
	 Spanish	 French
	 Italian	 Portuguese
	 Polish	 Vietnamese
	 Indian	 Mexican
	 British	 New Zealand


		    
	

	


	ALLDATASHEET.CO.KR

	

부품명
상세내용
마킹넘버







X  





 




	
Match&Start
Match
Start with
End
Included


All Manufacturers










	



	
Preview
	
PDF
	
Download
	
HTML
	
	Chat AI



	





	


	
 SN74HC86-Q1 데이터시트(PDF) 2 Page - Texas Instruments





		Click here to check the latest version.





	
	 부품명	 SN74HC86-Q1
	
	상세설명	 QUADRUPLE 2-INPUT EXCLUSIVE-OR GATE 
	
	 Download	  10 Pages
	
	Scroll/Zoom	

100% 

	
	제조업체	 TI1 [Texas Instruments]
	
	홈페이지	 http://www.ti.com
	
	Logo	 
	

		








	
 SN74HC86-Q1 데이터시트(HTML) 2 Page - Texas Instruments



	


	 										







zoom in
zoom out

 

	
 2 / 10 page
SN74HC86-Q1
QUADRUPLE 2-INPUT EXCLUSIVE-OR GATE
SCLS587C − JUNE 2004 − REVISED APRIL 2008
2
POST OFFICE BOX 655303
• DALLAS, TEXAS 75265
exclusive-OR logic
An exclusive-OR gate has many applications, some of which can be represented better by alternative logic
symbols.
= 1
Exclusive OR
These are five equivalent exclusive-OR symbols valid for an ’HC86 gate in positive logic; negation may be
shown at any two ports.
=
2k
2k + 1
Logic Identity Element
Even-Parity Element
Odd-Parity Element
The output is active (low) if
all inputs stand at the same
logic level (i.e., A = B).
The output is active (low) if
an even number of inputs
(i.e., 0 or 2) are active.
The output is active (high) if
an odd number of inputs (i.e.,
only 1 of the 2) are active.
absolute maximum ratings over operating free-air temperature range (unless otherwise noted)†
Supply voltage range, VCC
−0.5 V to 7 V
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
Input clamp current, IIK (VI < 0 or VI > VCC) (see Note 1)
±20 mA
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
Output clamp current, IOK (VO < 0 or VO > VCC) (see Note 1)
±20 mA
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
Continuous output current, IO (VO = 0 to VCC)
±25 mA
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
Continuous current through VCC or GND
±50 mA
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
Package thermal impedance,
θJA (see Note 2): D package
86
°C/W
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
PW package
113
°C/W
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
Storage temperature range, Tstg
−65
°C to 150°C
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
† Stresses beyond those listed under “absolute maximum ratings” may cause permanent damage to the device. These are stress ratings only, and
functional operation of the device at these or any other conditions beyond those indicated under “recommended operating conditions” is not
implied. Exposure to absolute-maximum-rated conditions for extended periods may affect device reliability.
NOTES:
1. The input and output voltage ratings may be exceeded if the input and output current ratings are observed.
2. The package thermal impedance is calculated in accordance with JESD 51-7.
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Texas Instruments	
SN74HC86
	


497Kb / 14P	[Old version datasheet]   QUADRUPLE 2-INPUT EXCLUSIVE-OR GATES

	
SN74HC86
	


642Kb / 16P	[Old version datasheet]   QUADRUPLE 2-INPUT EXCLUSIVE-OR GATES

	
SN74HC86
	


1Mb / 20P	[Old version datasheet]   QUADRUPLE 2-INPUT EXCLUSIVE-OR GATES

	
SN74HC86D
	


497Kb / 14P	[Old version datasheet]   QUADRUPLE 2-INPUT EXCLUSIVE-OR GATES

	
SN74HC86D
	


642Kb / 16P	[Old version datasheet]   QUADRUPLE 2-INPUT EXCLUSIVE-OR GATES
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	제조업체	부품명	데이터시트	상세설명
	

Texas Instruments	
CD74ACT86-EP
	


496Kb / 11P	[Old version datasheet]   QUADRUPLE 2-INPUT EXCLUSIVE-OR GATE

	
74ACT11086
	


76Kb / 5P	[Old version datasheet]   QUADRUPLE 2-INPUT EXCLUSIVE-OR GATE

	
SN74LVC86A-Q1
	


220Kb / 10P	[Old version datasheet]   QUADRUPLE 2-INPUT EXCLUSIVE-OR GATE

	
74AC11086
	


78Kb / 5P	[Old version datasheet]   QUADRUPLE 2-INPUT EXCLUSIVE-OR GATE

REVISED APRIL 1996
	
CD74AC86
	


819Kb / 13P	[Old version datasheet]   QUADRUPLE 2-INPUT EXCLUSIVE-OR GATE

	
SN74LVC86A-EP
	


534Kb / 11P	[Old version datasheet]   QUADRUPLE 2-INPUT EXCLUSIVE-OR GATE

	

Unisonic Technologies	
U74AHCT86
	


175Kb / 4P	   QUADRUPLE 2-INPUT EXCLUSIVE-OR GATE

	

Texas Instruments	
SN74LV86A-EP
	


512Kb / 11P	[Old version datasheet]   QUADRUPLE 2-INPUT EXCLUSIVE-OR GATE

	
74AC11086
	


260Kb / 10P	[Old version datasheet]   QUADRUPLE 2-INPUT EXCLUSIVE-OR GATE

	
SN74LV86A-Q1
	


189Kb / 10P	[Old version datasheet]   QUADRUPLE 2-INPUT EXCLUSIVE-OR GATE
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