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MAX19757
Dual, SiGe, High-Linearity,
1700MHz to 2700MHz Downconversion Mixer with
Advanced Shutdown Features
www.maximintegrated.com
Maxim Integrated │ 10
Note 5: Production tested and guaranteed at TC = +25°C for worst-case supply voltage. Performance at TC = -40°C and +105°C
are guaranteed by production test characterization.
Note 6: All limits reflect 0.35dB loss for RF connectors and PCB RF trace, and 0.7dB loss for the IF transformer unless otherwise
noted .Output measurements taken at IF outputs with the Typical Application Circuit.
Note 7: Not production tested. Operation outside this range is possible, but with degraded performance of some parameters. See
Typical Operating Characteristics.
Note 8: MaximumreliablecontinuousinputpowerappliedtotheRForLOportofthisdeviceis15dBmfroma50Ωsource.
Note 9: Guaranteed by design and characterization. GBDC limits are 6-sigma.
Note 10: 100% production tested for functionality.
Note 11: Measured with external LO source noise filtered so the noise floor is -174dBm/Hz. This specification reflects the effects of
all SNR degradations in the mixer, including the LO noise as defined in Maxim ApplicationNote2021:Specifications and
Measurement of Local Oscillator Noise in Integrated Circuit Base Station Mixers.
Note 12: Measured at IF port at IF frequency. LOSEL may be in either logic state.


		















	유사한 부품 번호 - MAX19757



	
	제조업체	부품명	데이터시트	상세설명
	

Maxim Integrated Produc...	
MAX197
	


165Kb / 16P	   Multi-Range (짹10V, 짹5V, 10V, 5V), Single 5V, 12-Bit DAS with 84 Bus Interface

19-0381; Rev 1; 6/96
	
MAX197
	


199Kb / 14P	   Convenient Test Points Provided On-Board

Rev 1; 7/95
	
MAX1970
	


371Kb / 20P	   Dual, 180째 Out-of-Phase, 1.4MHz, 750mA Step- Down Regulator with POR and RSI/PFO

19-2297; Rev 0; 1/02
	
MAX1970
	


277Kb / 21P	   Dual, 180° Out-of-Phase, 1.4MHz, 750mA Step- Down Regulator with POR and RSI/PFO

Rev 1; 2/09
	
MAX1970-MAX1972
	


371Kb / 20P	   Dual, 180째 Out-of-Phase, 1.4MHz, 750mA Step- Down Regulator with POR and RSI/PFO

19-2297; Rev 0; 1/02
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Maxim Integrated Produc...	
MAX9995
	


387Kb / 13P	   Dual, SiGe, High-Linearity, 1700MHz to 2700MHz Downconversion Mixer with LO Buffer/Switch

Rev 1; 3/11
	
MAX9995
	


389Kb / 13P	   Dual, SiGe, High-Linearity, 1700MHz to 2700MHz Downconversion Mixer with LO Buffer/Switch

Rev 2; 12/12
	
MAX19995
	


510Kb / 29P	   Dual, SiGe, High-Linearity, 1700MHz to 2200MHz Downconversion Mixer with LO Buffer/Switch

Rev 0; 12/08
	
MAX9995
	


363Kb / 13P	   Dual, SiGe, High-Linearity, 1700MHz to 2200MHz Downconversion Mixer with LO Buffer/Switch

Rev 0; 8/04
	
MAX19993
	


4Mb / 23P	   Dual, SiGe, High-Linearity, 1200MHz to 1700MHz Downconversion Mixer with LO Buffer/Switch

Rev 0; 6/10
	
MAX19995A
	


410Kb / 23P	   Dual, SiGe, High-Linearity, 1700MHz to 2200MHz Downconversion Mixer with LO Buffer/Switch

Rev 0; 1/09
	
MAX9994
	


548Kb / 12P	   SiGe High-Linearity, 1700MHz to 2200MHz Downconversion Mixer with LO Buffer/Switch

Rev 0; 10/04
	
MAX19997A_1108
	


631Kb / 35P	   Dual, SiGe High-Linearity, 1800MHz to 2900MHz Downconversion Mixer with LO Buffer

Rev 3; 8/11
	
MAX19997A
	


492Kb / 34P	   Dual, SiGe High-Linearity, 1800MHz to 2900MHz Downconversion Mixer with LO Buffer

Rev 0; 10/08
	
MAX19999
	


324Kb / 19P	   Dual, SiGe High-Linearity, 3000MHz to 4000MHz Downconversion Mixer with LO Buffer

Rev 0; 10/08
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