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The minimum load to meet data sheet speciffication is 10% of the full rated load across the speciffied input voltage range. Lower than 10% minimum loading will result in an
increase in output voltage, which may rise to typically double the speciffied output voltage if the output load falls to less than 5%.
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Typical start up times for this series, with a typical input voltage rise time of 2.2μs and output capacitance of 10μF, are shown in the table below. The product series will start
into a capacitance of 47μF with an increased start time, however, the maximum recommended output capacitance is 10μF.
Start-up time
Start-up time
μs
μs
NTA0303XMC
1630
NTA0509XMC
6850
NTA0305XMC
1359
NTA0512XMC
11560
NTA0309XMC
3435
NTA0515XMC
15640
NTA0312XMC
6590
NTA1205XMC
1154
NTA0315XMC
25340
NTA1209XMC
4050
NTA0503XMC
1599
NTA1212XMC
7995
NTA0505XMC
2185
NTA1215XMC
11200
NTA0305NXM
C
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Ripple and noise measurements are performed with the following test configu-ration.
C1
1μF X7R multilayer ceramic capacitor, voltage rating to be a minimum of 3 times the output voltage of the DC/DC converter
C2
10μF tantalum capacitor, voltage rating to be a minimum of 1.5 times the output voltage of the DC/DC converter with an ESR of less
than 100mΩ at 100 kHz
C3
100nF multilayer ceramic capacitor, general purpose
R1
450Ω resistor, carbon fi lm, ±1% tolerance
R2
50Ω BNC termination
T1
3T of the coax cable through a ferrite toroid
RLOAD
Resistive load to the maximum power rating of the DC/DC converter. Connections should be made via twisted wires
Measured values are multiplied by 10 to obtain the speciffied values.
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	제조업체	부품명	데이터시트	상세설명
	

C&D Technologies	
NTA
	


146Kb / 2P	   Isolated 1W Dual Output SM DC-DC Converters

	

Murata Manufacturing Co...	
NTA0303MC
	


159Kb / 4P	   Isolated 1W Dual Output SM DC/DC Converters

	
NTA0305MC
	


159Kb / 4P	   Isolated 1W Dual Output SM DC/DC Converters

	
NTA0309MC
	


159Kb / 4P	   Isolated 1W Dual Output SM DC/DC Converters

	

C&D Technologies	
NTA0312M
	


146Kb / 2P	   Isolated 1W Dual Output SM DC-DC Converters
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	제조업체	부품명	데이터시트	상세설명
	

Microdc power Technolog...	
D-NXT-1W
	


557Kb / 3P	   1W,FIXEDINPUT, ISOLATED & UNREGULATEDTWIN OUTPUT ULTRAMINIATURESMD PACKAGE DC-DC CONVERTER

	
NTE-X
	


972Kb / 6P	   1W, FIXEDINPUT, ISOLATED SINGLEOUTPUTSMD DC-DCCONVERTER

	

Bothhand USA, LP.	
SM1L-LF-SERIES
	


187Kb / 2P	   1W Isolated DC/DC Converter

	
ST1-LF-SERIES
	


186Kb / 2P	   1W Isolated DC/DC Converter

	
B1LF
	


308Kb / 2P	   1W Isolated DC/DC Converter

	
ST1L-LF-SERIES
	


179Kb / 2P	   1W Isolated DC/DC Converter

	
SM1-LF-SERIES
	


178Kb / 2P	   1W Isolated DC/DC Converter

	
B1-LF-SERIES
	


308Kb / 2P	   1W Isolated DC/DC Converter

	
BALF
	


167Kb / 2P	   0.5~1W Isolated DC/DC Converter

	
BA-LF-SERIES
	


167Kb / 2P	   0.5~1W Isolated DC/DC Converter
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