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	 부품명	 2A-NXT
	
	상세설명	 2 Watt FIXED INPUT, ISOLATED Dual Single SMD Output DC-DC CONVERTER 
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Specifications
Specifications (Core
(Core Operating
Operating Area)
Area)
Input Voltage Range
±
10
Output Voltage Accuracy
±
5
Line Voltage Regulation
1.2%/1% of Vin max.
Load Voltage Regulation
3.3V output types
20% max.
(10% to 100% full load)
5V output type
15% max.
9V, 12V, 15V, 24V output types
10% max.
Output Ripple and Noise (20MHz limited)
150mVp-p max.
Operating Frequency
20kHz min. / 50kHz typ. / 85kHz max.
Efficiency at Full Load
70% min. / 80% typ.
No Load Power Consumption
B-NXT typ.
124mW min. / 186mW typ. / 250mW max.
A-NXT typ.
159mW min. / 192mW typ. / 240mW max.
Isolation Voltage
(tested for 1 second)
1000VDC min.
Rated Working Voltage
(long term isolation)
see Application Notes
Isolation Capacitance
40pF min. / 115pF max.
Isolation Resistance
10 GΩ min.
Short Circuit Protection
1 Second
Operating Temperature Range (free air convection)
-40℃ to +85℃ (see Graph)
Storage Temperature Range
-55℃ to +125℃
Reflow Temperature ROHS compliant (for more details see Application Notes)
245℃ (30 sec) max.
Relative Humidity
MSL Level 1
95% RH
Package Weight
B-NXT types
2.1g
A-NXT types
2.5g
MTBF (+25℃)
(+85℃)
}
Detailed Information see
Application Notes chapter "MTBF"
using MIL-HDBK 217F
886 x 103 hours
using MIL-HDBK 217F
128 x 103 hours
Typical
Typical Characteristics
Characteristics
AXX05NXT
AXX12NXT
AXX15NXT
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	제조업체	부품명	데이터시트	상세설명
	

Kemet Corporation	
2A-143
	


146Kb / 1P	   Snap-in Cover Assembly Machine

	
2A-159
	


151Kb / 1P	   Tabs Welding to Cover Machine

	
2A-160
	


121Kb / 1P	   Assembly into Can , Sleeving Machine

	
2A-268-1
	


128Kb / 1P	   Automatic Winding Machine for Power Capacitors

	

Microdc power Technolog...	
2A-XD
	


632Kb / 4P	   Isolated 2W Dual Output DC/DC Converters
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	제조업체	부품명	데이터시트	상세설명
	

Microdc power Technolog...	
QA-XT
	


559Kb / 3P	   0.25W, Fixed Input, Isolated Dual/Single Output SMD DC-DC CONVERTER

	

Bothhand USA, LP.	
B3-0505DS
	


375Kb / 5P	   2 Watt Isolated DC-DC Converter Single / Dual Output

	
B3-0505SS
	


402Kb / 5P	   2 Watt Isolated DC-DC Converter Single / Dual Output

	

Microdc power Technolog...	
A-XT
	


983Kb / 6P	   1W, FIXED INPUT, ISOLATED DUAL OUTPUT SMD DC-DC CONVERTER

	
B-XT
	


1,013Kb / 6P	   1W, FIXED INPUT, ISOLATED SINGLE OUTPUT SMD DC-DC CONVERTER

	
2H-XVD
	


456Kb / 2P	   FIXED INPUT,ISOLATED UNREGULATED Single/Dual Output DC/DC Converter

	
FE-XT
	


669Kb / 3P	   1W, FIXED INPUT, ISOLATED SINGLE/DUAL OUTPUT DC-DC CONVERTER

	
QF-XT
	


645Kb / 3P	   0.25W, FIXED INPUT, ISOLATED SINGLE/DUAL OUTPUT DC-DC CONVERTER

	

Crystek Corporation	
IB0512LT-1W
	


304Kb / 3P	   1W, FIXED INPUT, ISOLATED & REGULATED SINGLE OUTPUT SMD DC-DC CONVERTER

	

RSG Electronic Componen...	
B0303XT-1W
	


206Kb / 2P	   1W,FIXED INPUT, ISOLATED & UNREGULATED single OUTPUT, SMD DC-DC CONVERTER
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