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Frequency (GHz)
Input
Output
V
D1, V D2 = 5 V
I
D1 = 50%
I
DSS
I
D1 = 50%
I
DSS
T
A = 25° C
Drain supply voltage, V
D1, VD2 ................................................................................................................
8 V
Drain supply voltage range with r espect to negative supply voltage, V
D1 - VG1, VD2 - VG2 ....................
0 V to 8 V
G1, VG2 ............................................................
..........................
0 V to - 5 V
.................................................................................................................. I
DSS1
Negative supply voltage range, V
Positive supply current, I
D1
Positive supply current, I
D2
.................................................................................................................. I
DSS2
Power dissipation at (or below) 25 C base-plate temperature, P
D*
......................................................
1.4 W
Input continuous wave power, P
IN ....................................................................................................
20 dBm
Operating channel temperature, T
CH **
.............................................................................................. 150 C
Mounting temperature (30 sec), T
M ....................................................................................................
320 C
Storage temperature range, T
STG
............................................................................................
- 65 to 150 C
Ratings over operating channel temperature range, T
CH (unless otherwise noted)
Stresses beyond those listed under “Absolute Maximum Ratings” may cause permanent damage to the device.
These are stress ratings only, and functional operation of the device at these or any other conditions beyond
those indicated under “RF Characteristics” is not implied. Exposure to absolute maximum rated conditions for
extended periods may affect device reliability.
* For operation above 25 C base - plate temperature, derate linearly at the rate of 3 mW/ C.
* Operating channel temperatur e (T
CH) dir ectly affects the device MTTF. For maximum life, it is recommended
that channel temperature be maintained at the lowest possible level.
V
D1, VD2 = 5 V
I
D1 = 50% I DSS1
I
D2 = 50% I DSS2
T
A = 25°C
Input
Output
TriQuint Semiconductor, Inc.
•
Texas Facilities
• (972) 995-8465
• www.triquint.com
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	제조업체	부품명	데이터시트	상세설명
	

TriQuint Semiconductor	
TGA8035-SCC
	


222Kb / 7P	   Gain Block Amplifier
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	제조업체	부품명	데이터시트	상세설명
	

Pasternack Enterprises,...	
PE15A3020
	


488Kb / 6P	   6 GHz to 18 GHz Frequency Range

	
PE15A3018
	


476Kb / 6P	   6 GHz to 18 GHz Frequency Range

	
PE15A3019
	


451Kb / 4P	   6 GHz to 18 GHz Frequency Range

	
PE80L3000
	


418Kb / 7P	   2 GHz to 18 GHz Frequency Range

	
PE15A3265
	


461Kb / 5P	   2 GHz to 18 GHz Frequency Range

	
PE15A5025
	


435Kb / 5P	   2 GHz to 6 GHz Frequency Range

	
PE15A5017
	


477Kb / 6P	   0.7 GHz to 6 GHz Frequency Range

	
PE15A3004
	


473Kb / 5P	   DC to 6 GHz Frequency Range

	

Analog Devices	
HMC520A
	


423Kb / 28P	   Radio frequency (RF) range: 6 GHz to 10 GHz

	

Pasternack Enterprises,...	
PE8405
	


91Kb / 1P	   SMA FERRITE CIRCURATOR FREQUENCY RANGE : 11 TO 18 GHz
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