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LTC1550/LTC1551
PIN FUNCTIONS
REG: This is an open-drain output that pulls low when the
output voltage is within 5% of the set value. It will sink 7mA
to ground with a 5V supply. The external circuitry must
provide a pull-up or REG will not swing high. The voltage
at REG may exceed VCC and can be pulled up to 12V above
ground without damage.
ADJ: For adjustable versions only, this is the feedback
point for the external resistor divider string. Connect a
divider string from AGND to VOUT with the divided tap
connected to ADJ. Note that the resistor string needs to be
connected “upside-down” from a traditional negative regu-
lator. See the Applications Information section for hook-
up details.
NC: No Internal Connection.
BLOCK DIAGRAM
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+
1.24V
APPLICATIONS INFORMATION
OVERVIEW
The LTC1550/LTC1551 are switched capacitor, inverting
charge pumps with internal linear post-regulators. The
LTC1550CS8/LTC1551CS8 provide a regulated, low ripple
– 4.1V output at up to 10mA load current from a single 5V
supply. The LTC1550CGN provides a regulated, low ripple
adjustable output. Output load current for the adjustable
version depends on the input/output voltage combination.
Consult the graph provided in the Typical Performance
Characteristics section and the Electrical Characteristics
table for guaranteed test points. The LTC1550/LTC1551
are ideal for use as bias voltage generators for GaAs
transmitter FETs in portable RF and cellular telephone
applications. The LTC1550 features an active-low
Shutdown pin (SHDN) that drops quiescent current to
below 1
µA. The LTC1551 is identical to the LTC1550,
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	제조업체	부품명	데이터시트	상세설명
	

Linear Technology	
LTC1550CGN
	


319Kb / 12P	   Low Noise, Switched Capacitor Regulated Voltage Inverters

	
LTC1550CS8-4.1
	


319Kb / 12P	   Low Noise, Switched Capacitor Regulated Voltage Inverters

	
LTC1550IGN
	


319Kb / 12P	   Low Noise, Switched Capacitor Regulated Voltage Inverters

	
LTC1550L
	


271Kb / 12P	   Low Noise, Switched Capacitor Regulated Voltage Inverters

	
LTC1550L
	


248Kb / 12P	   Low Noise, Switched Capacitor Regulated Voltage Inverters
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LTC1551
	


298Kb / 12P	   Low Noise, Switched Capacitor Regulated Voltage Inverters

	
LTC1551L
	


248Kb / 12P	   Low Noise, Switched Capacitor Regulated Voltage Inverters

	
LTC1550
	


319Kb / 12P	   Low Noise, Switched Capacitor Regulated Voltage Inverters

	
LTC1550L
	


248Kb / 12P	   Low Noise, Switched Capacitor Regulated Voltage Inverters

	
LTC1550L
	


271Kb / 12P	   Low Noise, Switched Capacitor Regulated Voltage Inverters

	

National Semiconductor ...	
LM2787
	


214Kb / 8P	   Low Noise Regulated Switched Capacitor Voltage

	
LM2687
	


222Kb / 8P	   Low Noise Regulated Switched Capacitor Voltage

	

Texas Instruments	
LM27761
	


1Mb / 29P	[Old version datasheet]   Low-Noise Regulated Switched-Capacitor Voltage Inverter

	
LM2687LDX
	


333Kb / 12P	[Old version datasheet]   Low Noise Regulated Switched Capacitor Voltage Inverter

	
LM27761
	


160Kb / 9P	[Old version datasheet]   LM27761 Low-Noise Regulated Switched-Capacitor Voltage Inverter
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