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Specifications Subject to Change Without Notice.
V3.00
VOLTAGE (VOLTS)
CTO = 4.0pF
CTO = 2.0pF
CTO = 1.0pF
CTO = 0.5pF
1
2
3
4
6
8 10
20
30
UNPACKAGED CHIP
10
9
8
7
6
5
4
3
2
1
GaAs Abrupt Junction Tuning Varactors
MA46600 Series
Electrical Specifications at 25°C
Notes:
1. Capacitance is measured at 1 MHz on a bridge which has been bal-
anced with shielded test holders connected in place but open circuited.
2. All GaAs tuning varactors are available in any case style shown in this
bulletin as well as in chip form. When ordering, specify the desired
case by adding the case designation as a suffix to the model number,
i.e., MA46601-30. For example, a MA46601-30 specifies a 30 volt tun-
ing diode in a case style 30 with a C
T14 between .36 and .44 pF and a
Q at -4 volts and 50 MHz
≥7500. The capacitance values and capaci-
tance ratios are for case style 30. Other case styles or chips will have
slightly different values.
3. All junctions are abrupt i.e., y = 0.50 ± .03.
4. Total capacitance ratios will vary with case choice due to differences in
case capacitance (Cp). Figure 1 shows the ratio for the 30 case style.
5. Case parasitics (C
p and Ls) are given for most case styles.
6. Breakdown voltage (V
B) is specified at -10 µA.
Typical Performance Curve
CAPACITANCE CHANGE RATIOS FOR GaAs
TUNING VARACTORS IN CASE STYLE 30
Reverse
6
Ratio
1,2
Model
Voltage
C
T4
1,2
Q @ -4 Volts
C
T0/CTVB (pF)
Number
(Volts)
± 10% (pF)
(Typical)
(Typical)
MA46600
30
0.3
8000
1.9
MA46601
30
0.4
7500
2.1
MA46602
30
0.5
7000
2.5
MA46603
30
0.6
6500
2.8
MA46604
30
0.8
6000
3.2
MA46605
30
1.0
5700
3.4
MA46607
30
1.5
5000
3.8
MA46609
30
2.2
4000
4.0
Absolute Maximum Ratings at +25°C
Parameter
Temperature:
Operating
-65°C to + 175°C
Storage
-65°C to + 200°C
Voltage
See Breakdown Voltage
Power Dissipation
Cj < 1.0 pF max. @ 50 mW
(derate linearly to zero at 200°C)
Cj
≥ 1.0 pF min. @ 100 mW
Environmental Ratings
Method
Levels
Temperature, Storage
1031
See Maximum Ratings
Temperature, Cycling
1051
5 cycles, -65 to + 150 C
Shock
2016
500 g’s
Vibration
2056
15 g’s
Constant Acceleration 2006
20,000 g’s
Moisture Resistance
1021
10 days
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	제조업체	부품명	데이터시트	상세설명
	

Tyco Electronics	
MA46600
	


73Kb / 2P	   GaAs, High Q Abrupt Tuning Varactors

	

M/A-COM Technology Solu...	
MA46600
	


77Kb / 2P	   GaAs High Q Abrupt Tuning Varactors

	
MA46600
	


148Kb / 2P	   GaAs High Q Abrupt Tuning Varactors

	
MA46600
	


148Kb / 2P	   GaAs High Q Abrupt Tuning Varactors

	
MA46600
	


550Kb / 3P	   GaAs High Q Abrupt Tuning Varactors
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	제조업체	부품명	데이터시트	상세설명
	

Tyco Electronics	
MA46600
	


73Kb / 2P	   GaAs, High Q Abrupt Tuning Varactors

	

M/A-COM Technology Solu...	
MA46600_V6
	


148Kb / 2P	   GaAs High Q Abrupt Tuning Varactors

	
MA46600
	


77Kb / 2P	   GaAs High Q Abrupt Tuning Varactors

	
MA46600
	


148Kb / 2P	   GaAs High Q Abrupt Tuning Varactors

	
MA46600
	


550Kb / 3P	   GaAs High Q Abrupt Tuning Varactors

	

Skyworks Solutions Inc.	
SMV1405
	


100Kb / 5P	   Abrupt Junction Tuning Varactors

	
SMV1493
	


64Kb / 5P	   Abrupt Junction Tuning Varactors

	

Alpha Industries	
SMV1405
	


480Kb / 3P	   Abrupt Junction Tuning Varactors

	

Tyco Electronics	
MA45430
	


68Kb / 2P	   Surface Mount Abrupt Tuning Varactors

	

Skyworks Solutions Inc.	
SMV1405
	


726Kb / 10P	   Plastic Packaged Abrupt Junction Tuning Varactors







More results






	

	

	



Html Pages



 1

 2

 3





데이터시트 다운로드
 












	링크 URL

	

















English
中文
한국어
français
español
日本語
Deutsch
italiano
русский
polski
português
Tiếng việt
Indian
Mexican
British
New Zealand





	
개인정보취급방침

	ALLDATASHEET.CO.KR



	
ALLDATASHEET 가 귀하에 도움이 되셨나요?  [ DONATE ] 

	
Alldatasheet는?   |  
광고문의   |   

운영자에게 연락하기   |  
개인정보취급방침   |   

링크교환   |  
제조사별 검색

All Rights Reserved©Alldatasheet.com 




	 
Mirror Sites
English :   Alldatasheet.com  |  
English :    Alldatasheet.net  |  
Chinese : Alldatasheetcn.com  |  
German :  Alldatasheetde.com  |  
Japanese : Alldatasheet.jp

Russian : Alldatasheetru.com  |  
Korean : Alldatasheet.co.kr  |  
Spanish : Alldatasheet.es  |  
French : Alldatasheet.fr  |  
Italian : Alldatasheetit.com

Portuguese : Alldatasheetpt.com  |  
Polish : Alldatasheet.pl  |  
Vietnamese : Alldatasheet.vn

Indian : Alldatasheet.in  |  
Mexican : Alldatasheet.com.mx  |  
British : Alldatasheet.co.uk  |  
New Zealand : Alldatasheet.co.nz

	
Family Site :   ic2ic.com  |  
icmetro.com



   










