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ELECTRICAL CHARACTERISTICS—MAX220/222/232A/233A/242/243 (continued)
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	제조업체	부품명	데이터시트	상세설명
	

Maxim Integrated Produc...	
MAX232
	


507Kb / 25P	   15kV ESD-Protected, 5V RS-232 Transceivers

Rev 5; 10/03
	

Guangdong Youtai Semico...	
MAX232
	


929Kb / 6P	   5 V-Powered,Multi-Channel RS-232 Drivers/Receivers

	

Texas Instruments	
MAX232
	


562Kb / 16P	[Old version datasheet]   DUAL EIA-232 DRIVERS/RECEIVERS

REVISED MARCH 2004
	
MAX232
	


669Kb / 17P	[Old version datasheet]   DUAL EIA-232 DRIVERS/RECEIVERS

	

Maxim Integrated Produc...	
MAX232
	


377Kb / 38P	   5V-Powered, Multichannel RS-232 Drivers/Receivers

Rev 16; 7/10
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Maxim Integrated Produc...	
MAX220
	


408Kb / 39P	   5V-Powered, Multichannel RS-232 Drivers/Receivers

Rev 17; 1/15
	
MAX220
	


377Kb / 38P	   5V-Powered, Multichannel RS-232 Drivers/Receivers

Rev 16; 7/10
	
MAX233AEWP-TG36
	


1Mb / 38P	   5V-Powered, Multichannel RS-232 Drivers/Receivers

Rev 16; 7/10
	
MAX220
	


2Mb / 39P	   5V-Powered, Multichannel RS-232 Drivers/Receivers

19-4323; Rev 18; 5/19
	
MAX232CSE-T
	


1Mb / 38P	   5V-Powered, Multichannel RS-232 Drivers/Receivers

Rev 16; 7/10
	
MAX232AESE-T
	


1Mb / 38P	   5V-Powered, Multichannel RS-232 Drivers/Receivers

Rev 16; 7/10
	
MAX232-ACWE
	


1Mb / 38P	   5V-Powered, Multichannel RS-232 Drivers/Receivers

Rev 16; 7/10
	
MAX249CQHTD
	


676Kb / 38P	   MAX220?밠AX249 5V-Powered, Multichannel RS-232 Drivers/Receivers

Rev 16; 7/10
	
MAX250
	


8Mb / 13P	   5V Powered Isolates RS-232 Drivers/Receivers

Rev 1; 7/89
	
MAX250
	


416Kb / 12P	   5V Powered Isolated RS-232 Drivers/Receivers

19-2002; Rev 0; 1989
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