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USB 3.0
963-012 Ordering Information
963-012: USB 3.0 cable with polyurethane jacket
NOTES
• Cable identified with manufacturer’s name and part number.
• Cable is sold in 1 foot increments. Specify desired length on
purchase order.
Construction Details
1
2x
Data Pair
90 Ohms
(Twisted,
Shielded)
Conductors
2x 26 AWG (19/38) silver plated copper
Insulation
FEP
Colors
Pair 1: Violet and orange
Pair 2: Blue and yellow
Drain
26 AWG (19/38) silver plated copper
Shield
Al/Polyester, 50% lap (foil side in)
2
Data Pair
90 Ohms
(Twisted)
Conductors
2x 26 AWG (19/38) silver plated copper
Insulation
FEP
Colors
Green and white
3
Power Pair
Conductors
2x 24 AWG (19/36) silver plated copper
Insulation
FEP
Colors
Black and red
4
Mylar Tape
50% Min Overlap
5
Overall Shield
36 AWG silver plated copper braid. 90%
coverage minimum
6
Overall Jacket
Polyurethane, Ø .272 In nominal, black
Properties
Impedance
90 Ohms ± 10
Attenuation
(nominal)
f (GHz)
IL (dB/m)
1.25
-1.5
2.5
-2.6
5
-3.8
7.5
-4.6
Velocity of Propogation
69%
DWV
300VAC
Temperature Rating
-30C to +105C
Weight
47.8 lb/1000 ft
1
3
5
4
2
6


		















	유사한 부품 번호 - 963-012



	
	제조업체	부품명	데이터시트	상세설명
	

Glenair, Inc.	
963-013
	


205Kb / 1P	   SATA / eSATA
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Leopard Imaging Inc.	
LI-USB30-AR0144X
	


454Kb / 2P	   USB 3.0

	
LI-USB30-MIPI-TESTER
	


726Kb / 3P	   USB 3.0

	

Qualtek Electronics Cor...	
3023013-02M
	


633Kb / 1P	   USB 3.0 A/M - USB 3.0 A/M

	
3023015-02M
	


606Kb / 1P	   USB 3.0 A/M - USB 3.0 B/M

	
3023003-01M
	


609Kb / 1P	   USB 3.0 A/M - USB 3.0 B/M

	
3023025-03M
	


632Kb / 1P	   USB 3.0 A/M - USB 3.0 A/M

	
3023027-03M
	


605Kb / 1P	   USB 3.0 A/M - USB 3.0 B/M

	
3023001-01M
	


636Kb / 1P	   USB 3.0 A/M - USB 3.0 A/M

	

Texas Instruments	
TUSB1310
	


357Kb / 36P	[Old version datasheet]   USB 3.0 Transceiver

	

Tyco Electronics	
1932258-1
	


1Mb / 4P	   USB 3.0 Connectors
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