














		전자부품 데이터시트 검색엔진	
    	
			 
    		   Korean  ▼	


			
				 English	 Chinese
	 German	 Japanese
	 Russian	 Korean
	 Spanish	 French
	 Italian	 Portuguese
	 Polish	 Vietnamese
	 Indian	 Mexican
	 British	 New Zealand


		    
	

	


	ALLDATASHEET.CO.KR

	

부품명
상세내용
마킹넘버







X  





 




	
Match&Start
Match
Start with
End
Included


All Manufacturers










	



	
Preview
	
PDF
	
Download
	
HTML
	
	Chat AI



	





	


	
 TMCM-1141 데이터시트(PDF) 8 Page - TRINAMIC Motion Control GmbH & Co. KG.







	
	 부품명	 TMCM-1141
	
	상세설명	 MODULES FOR STEPPER MOTORS 
	
	 Download	  28 Pages
	
	Scroll/Zoom	

100% 

	
	제조업체	 TRINAMIC [TRINAMIC Motion Control GmbH & Co. KG.]
	
	홈페이지	 http://www.trinamic.com
	
	Logo	 
	

		








	
 TMCM-1141 데이터시트(HTML) 8 Page - TRINAMIC Motion Control GmbH & Co. KG.



	


											







zoom in
zoom out

 

	
 8 / 28 page
TMCM-1141 Hardware Manual (Rev. 1.06 / 2015-JAN-09)
8
www.trinamic.com
3.2.1 Power and RS485 Connector
A 5pin single row connector is used for power supply and RS485 serial communication.
5
1
Pin
Label
Direction
Description
1
GND
Power (GND)
System and signal ground
2
VDD
Power (Supply)
VDD (+9 V… +28 V)
3
GND
Power (GND)
System and signal ground
4
RS485+
Bidirectional
RS485 interface, diff. signal (non-inverting)
5
RS485-
Bidirectional
RS485 interface, diff. signal (inverting)
Table 3.2 Connector for power supply and RS485
3.2.1.1 Power Supply
For proper operation care has to be taken with regard to power supply concept and design. Due to space
restrictions the TMCM-1141 includes about 40µF/35V of supply filter capacitors. These are ceramic
capacitors which have been selected for high reliability and long life time. The module includes a 24V
suppressor diode for over-voltage protection.
CAUTION!
Add external power supply capacitors!
It is recommended to connect an electrolytic capacitor of significant size (e.g. 1000µF/35V)
to the power supply lines next to the TMCM-1141 especially if the distance to the power
supply is large (i.e. more than 2-3m)! In larger systems a zener diode circuitry might be
required in order to limit the maximum voltage when the motor is operated at high
velocities.
Rule of thumb for size of electrolytic capacitor:
In addition to power stabilization (buffer) and filtering this added capacitor will also
reduce any voltage spikes which might otherwise occur from a combination of high
inductance power supply wires and the ceramic capacitors. In addition it will limit slew-
rate of power supply voltage at the module. The low ESR of ceramic-only filter capacitors
may cause stability problems with some switching power supplies.
Keep the power supply voltage below the upper limit of 28V!
Otherwise the driver electronics will seriously be damaged! Especially, when the selected
operating voltage is near the upper limit a regulated power supply is highly
recommended. Please see also chapter 7 (operating values).
There is no reverse polarity protection!
The module will short any reversed supply voltage due to internal diodes of the driver
transistors.
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	제조업체	부품명	데이터시트	상세설명
	

TRINAMIC Motion Control...	
TMCM-1140
	


972Kb / 26P	   MODULE FOR STEPPER MOTORS

	
TMCM-1140-CABLE
	


972Kb / 26P	   MODULE FOR STEPPER MOTORS

	
TMCM-1140-CANOPEN
	


972Kb / 26P	   MODULE FOR STEPPER MOTORS

	
TMCM-1140-TMCL
	


972Kb / 26P	   MODULE FOR STEPPER MOTORS
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	제조업체	부품명	데이터시트	상세설명
	

TRINAMIC Motion Control...	
TMCM-343
	


769Kb / 27P	   MODULES FOR STEPPER MOTORS

	
TMCM-351
	


991Kb / 28P	   MODULES FOR STEPPER MOTORS

	
TMCM-3110
	


955Kb / 32P	   MODULES FOR STEPPER MOTORS

	
TMCM-1161
	


679Kb / 20P	   MODULES FOR STEPPER MOTORS

	
TMCM-100
	


250Kb / 1P	   Standard Modules for Stepper Motors

	
TMCM-1311
	


772Kb / 24P	   MODULE FOR STEPPER MOTORS

	
TMCM-1630
	


524Kb / 18P	   MODULE FOR STEPPER MOTORS

	
TMCM-1160
	


977Kb / 26P	   MODULE FOR STEPPER MOTORS

	
TMCM-6210
	


1Mb / 44P	   Module for Stepper Motors

	
TMCM-1110
	


870Kb / 18P	   MODULE FOR STEPPER MOTORS
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