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Table 1. Packaging and Marking
Single
Single
Common Cathode
Single
SC-79
Green™
SOT-23
SOT-23
SOD-882
Green™
SMV1405-079LF
Marking: Cathode and A3
SMV1405-040LF
Marking: 5
SMV1408-001LF
Green™
Marking: DV1
SMV1408-040LF
Marking: DV
SMV1413-079LF
Marking: Cathode and A4
SMV1413-001LF
Green™
Marking: ER1
SMV1413-004LF
Green™
Marking: ER3
SMV1430-040LF
Marking: 7
LS = 0.7 nH
LS = 1.5 nH
LS = 1.5 nH
LS = 0.45 nH
The Pb-free symbol or “LF” in the part number denotes a lead-free, RoHS-compliant package unless otherwise noted as Green™. Tin/lead (Sn/Pb) packaging is not
recommended for new designs.
Electrical and Mechanical Specifications
The absolute maximum ratings of the SMV1405 to SMV1430
varactors are provided in Table 2. Electrical specifications are
provided in Table 3. Typical capacitance values are listed in
Table 4. Typical performance characteristics of the SMV1405 to
SMV1430 varactors are illustrated in Figures 1, 2, and 3.
The SPICE model for the SMV1405 to SMV1430 varactors is
shown in Figure 4, and the associated model parameters are
provided in Table 5.
Package Dimensions
Package dimensions are shown in Figures 5 to 9 (odd numbers),
and tape and reel dimensions are provided in Figures 6 to 10
(even numbers).
Package and Handling Information
Instructions on the shipping container label regarding exposure to
moisture after the container seal is broken must be followed.
Otherwise, problems related to moisture absorption may occur
when the part is subjected to high temperature during solder
assembly.
The SMV1405 to SMV1430 series of varactors are rated to
Moisture Sensitivity Level 1 (MSL1) at 260
C. They can be used
for lead or lead-free soldering. For additional information, refer to
the Skyworks Application Note, Solder Reflow Information,
document number 200164.
Care must be taken when attaching this product, whether it is
done manually or in a production solder reflow environment.
Production quantities of this product are shipped in a standard
tape and reel format.
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	제조업체	부품명	데이터시트	상세설명
	

Alpha Industries	
SMV1405-001
	


480Kb / 3P	   Abrupt Junction Tuning Varactors

	

Skyworks Solutions Inc.	
SMV1405-040LF
	


1Mb / 17P	   The Right Products for Your System Applications

	

Alpha Industries	
SMV1405-074
	


480Kb / 3P	   Abrupt Junction Tuning Varactors

	

Skyworks Solutions Inc.	
SMV1405-074
	


100Kb / 5P	   Abrupt Junction Tuning Varactors

	
SMV1405-074LF
	


100Kb / 5P	   Abrupt Junction Tuning Varactors
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Skyworks Solutions Inc.	
SMV1405
	


100Kb / 5P	   Abrupt Junction Tuning Varactors

	
SMV1493
	


64Kb / 5P	   Abrupt Junction Tuning Varactors

	

Alpha Industries	
SMV1405
	


480Kb / 3P	   Abrupt Junction Tuning Varactors

	

Siemens Semiconductor G...	
BBY24-BBY27
	


15Kb / 2P	   Silicon Tuning Varactors (Abrupt junction tuning diode Tuning range 120 V)

	

Microsemi Corporation	
GC1500A
	


132Kb / 3P	   CONTROL DEVICES 30 Volt Abrupt Junction Tuning Varactors

	

Tyco Electronics	
MA46600
	


64Kb / 3P	   GaAs Abrupt Tuning Varactors

	

Microsemi Corporation	
GC1600A
	


157Kb / 3P	   CONTROL DEVICES 45 Volt Abrupt Junction Tuning Varactors

	
GC1700A
	


138Kb / 3P	   CONTROL DEVICES 60 Volt Abrupt Junction Tuning Varactors

	

Tyco Electronics	
MA45430
	


68Kb / 2P	   Surface Mount Abrupt Tuning Varactors

	
MA46600
	


73Kb / 2P	   GaAs, High Q Abrupt Tuning Varactors
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