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Typical Operating Characteristics (continued)
(Typical Application Circuit, VCC = 5.0V, PRF = -5dBm, PLO = 0dBm, TA = +25°C, unless otherwise noted.)
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	제조업체	부품명	데이터시트	상세설명
	

Maxim Integrated Produc...	
MAX9981
	


317Kb / 8P	   Evaluation Kit

Rev 0; 12/02
	
MAX9981EVKIT
	


317Kb / 8P	   Evaluation Kit

Rev 0; 12/02
	
MAX9981
	


317Kb / 8P	   Evaluation Kit

Rev 0; 12/02






More results






	유사한 설명 - MAX9981



	
	제조업체	부품명	데이터시트	상세설명
	

Maxim Integrated Produc...	
MAX9982
	


395Kb / 12P	   825MHz to 915MHz, SiGe High-Linearity Active Mixer

Rev 1; 9/02
	

ATMEL Corporation	
T0782
	


288Kb / 8P	   2200-2700 MHz High Linearity SiGe Active Receive Mixer

	

Maxim Integrated Produc...	
MAX19757
	


4Mb / 34P	   Dual, SiGe, High-Linearity, 1700MHz to 2700MHz Downconversion Mixer

Rev 0; 12/12
	

ATMEL Corporation	
T0781
	


462Kb / 18P	   1700 - 2300 MHz High Linearity SiGe Active Receiver Mixer

	
T0780
	


208Kb / 11P	   800 MHz - 1000 MHz High Linearity SiGe Active Receive Mixer

	

Maxim Integrated Produc...	
MAX2320
	


526Kb / 28P	   Adjustable, High-Linearity, SiGe Dual-Band LNA/Mixer ICs

19-1535; Rev 1; 6/00
	

Linear Technology	
LT5521
	


269Kb / 16P	   Very High Linearity Active Mixer

	
LT5521
	


284Kb / 16P	   Very High Linearity Active Mixer

	

Maxim Integrated Produc...	
MAX19997A_1108
	


631Kb / 35P	   Dual, SiGe High-Linearity, 1800MHz to 2900MHz Downconversion Mixer with LO Buffer

Rev 3; 8/11
	
MAX19997A
	


492Kb / 34P	   Dual, SiGe High-Linearity, 1800MHz to 2900MHz Downconversion Mixer with LO Buffer

Rev 0; 10/08
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