














		전자부품 데이터시트 검색엔진	
    	
			 
    		   Korean  ▼	


			
				 English	 Chinese
	 German	 Japanese
	 Russian	 Korean
	 Spanish	 French
	 Italian	 Portuguese
	 Polish	 Vietnamese
	 Indian	 Mexican
	 British	 New Zealand


		    
	

	


	ALLDATASHEET.CO.KR

	

부품명
상세내용
마킹넘버







X  





 




	
Match&Start
Match
Start with
End
Included


All Manufacturers










	



	
Preview
	
PDF
	
Download
	
HTML
	
	Chat AI



	





	


	
 MM54C901 데이터시트(PDF) 3 Page - National Semiconductor (TI)




		[Old version datasheet] Texas Instruments acquired National semiconductor. 






	
	 부품명	 MM54C901
	
	상세설명	 Hex Inverting TTL,  Non-Inverting TTL, Inverting CMOS, Non-Inverting CMOS Buffer 
	
	 Download	  6 Pages
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	제조업체	 NSC [National Semiconductor (TI)]
	
	홈페이지	 http://www.national.com
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DC Electrical Characteristics (Continued)
MinMax limits apply across temperature range unless otherwise noted
Symbol
Parameter
Conditions
Min
Typ
Max
Units
OUTPUT DRIVE (See 54C74C Family Characteristics Data Sheet) (Short Circuit Current)
(MM54C901MM74C901 MM54C903MM74C903)
ISOURCE
Output Source Current
VCC e 50V VOUT e 0V
b
50
mA
(P-Channel)
TA e 25 C VIN e 0V
ISOURCE
Output Source Current
VCC e 10V VOUT e 0V
b
20
mA
(P-Channel)
TA e 25 C VIN e 0V
ISINK
Output Sink Current
VCC e 50V VOUT e VCC
90
mA
(N-Channel)
TA e 25 C VIN e VCC
ISINK
Output Sink Current
VCC e 50V VOUT e 04V
38
mA
(N-Channel)
TA e 25 C VIN e VCC
(MM54C902MM74C902 MM54C904MM74C904)
ISOURCE
Output Source Current
VCC e 50V VOUT e 0V
b
50
mA
(P-Channel)
TA e 25 C VIN e VCC
ISOURCE
Output Source Current
VCC e 10V VOUT e 0V
b
20
mA
(P-Channel)
TA e 25 C VIN e VCC
ISINK
Output Sink Current
VCC e 50V VOUT e VCC
90
mA
(N-Channel)
TA e 25 C VIN e 0V
ISINK
Output Sink Current
VCC e 50V VOUT e 04V
38
mA
(N-Channel)
TA e 25 C VIN e 0V
AC Electrical Characteristics TA e 25 C CL e 50 pF unless otherwise noted
Symbol
Parameter
Conditions
Min
Typ
Max
Units
MM54C901MM74C901 MM54C903MM74C903
tpd1
Propagation Delay Time
VCC e 50V
38
70
ns
to a Logical ‘‘1’’
VCC e 10V
22
30
ns
tpd0
Propagation Delay Time
VCC e 50V
21
35
ns
to a Logical ‘‘0’’
VCC e 10V
13
20
ns
CIN
Input Capacitance
Any Input (Note 2)
14
pF
CPD
Power Dissipation Capacity
(Note 3) Per Buffer
30
pF
MM54C902MM74C902 MM54C904MM74C904
tpd1
Propagation Delay Time
VCC e 50V
57
90
ns
to a Logical ‘‘1’’
VCC e 10V
27
40
ns
tpd0
Propagation Delay Time
VCC e 50V
54
90
ns
to a Logical ‘‘0’’
VCC e 10V
25
40
ns
CIN
Input Capacitance
Any Input (Note 2)
50
pF
CPD
Power Dissipation Capacity
(Note 3) Per Buffer
50
pF
AC Parameters are guaranteed by DC correlated testing
Note 1
‘‘Absolute Maximum Ratings’’ are those values beyond which the safety of the device cannot be guaranteed Except for ‘‘Operating Temperature Range’’
they are not meant to imply that the devices should be operated at these limits The table of ‘‘Electrical Characteristics’’ provides conditions for actual device
operation
Note 2
Capacitance is guaranteed by periodic testing
Note 3
CPD determines the no load AC power consumption of any CMOS device For complete explanation see 54C74C Family Characteristics application note
AN-90
3


		















	유사한 부품 번호 - MM54C901



	
	제조업체	부품명	데이터시트	상세설명
	

National Semiconductor ...	
MM54C90
	


124Kb / 6P	   4-Bit Decade, Binary Counter

	

Texas Instruments	
MM54C90
	


374Kb / 8P	[Old version datasheet]   4-Bit Binary Counter

	

National Semiconductor ...	
MM54C906
	


106Kb / 4P	   Hex Open Drain N, P-Channel Buffers

	
MM54C907
	


106Kb / 4P	   Hex Open Drain N, P-Channel Buffers

	
MM54C909
	


322Kb / 5P	   QUAD COMPARATOR







More results






	유사한 설명 - MM54C901



	
	제조업체	부품명	데이터시트	상세설명
	

Fairchild Semiconductor	
MM74C901
	


69Kb / 6P	   Hex Inverting TTL Buffer . Hex Non-Inverting TTL Buffer

	

National Semiconductor ...	
CD4049UBM
	


129Kb / 6P	   Hex Inverting,Non-Inverting Buffer

	

Fairchild Semiconductor	
CD4049UBC
	


73Kb / 7P	   Hex Inverting Buffer Hex Non-Inverting Buffer

	
CD4049UBC
	


63Kb / 7P	   Hex Inverting Buffer . Hex Non-Inverting Buffer

	
CD4050BCMX
	


74Kb / 7P	   Hex Inverting Buffer ??Hex Non-Inverting Buffer

	

ON Semiconductor	
NLU1GT50
	


157Kb / 9P	   Single Buffer, Non-Inverting, TTL Level

June, 2016 ??Rev. 5
	
NLU1GT50
	


99Kb / 8P	   Single Buffer, Non-Inverting, TTL Level

March, 2008 - Rev. 2
	
NLU1GT50
	


137Kb / 10P	   Single Buffer, Non-Inverting, TTL Level

July, 2012 ??Rev. 3
	
NLU1GT126
	


150Kb / 7P	   Non-Inverting 3-State Buffer, TTL Level

July, 2016 ??Rev. 5
	
NLU1GT126
	


141Kb / 10P	   Non-Inverting 3-State Buffer, TTL Level

July, 2012 ??Rev. 3
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