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For master mode operation, the channels to be digitized are
written to Control Register 3. Master mode is then selected by
writing 11 to the mode bits in Control Register 1. In this mode,
the wake-up on touch feature is active; therefore, conversion
does not begin immediately. The AD7879/AD7889 wait until
the screen is touched before beginning the sequence of conversions.
The ADC then digitizes the selected channels, and the results are
written to the result registers. Before beginning another sequence
of conversions, the AD7879/AD7889 wait for the screen to be
touched again or for a timer event if the screen remains touched.
ADC Channel (Control Register 1, Bits[14:12])
The ADC channel address is selected by Bits[14:12] of Control
Register 1 (CHNL ADD2 to CHNL ADD0). A complete list of
channel addresses is given in Table 21.
For single-channel conversion, the channel address is selected
by writing the appropriate code to the CHNL ADD2 to CHNL
ADD0 bits in Control Register 1.
For sequential channel conversion, the channels to be converted
are selected by setting the bits corresponding to the channel
number in Control Register 3 for slave and master mode
sequencing.
For both single-channel and sequential conversion, a normal
conversion (single-ended) is selected by setting the SER/DFR bit in
Control Register 2 (Bit 9). Ratiometric (differential) conversion
is selected by clearing the SER/DFR bit.
PENIRQ Enable (Control Register 1, Bit 15)
The AD7879/AD7889 have a dual function output that performs
as PENIRQ or INT, depending on the pen interrupt enable bit
(Bit 15 of Control Register 1). When this bit is set to 0, the pin
functions as a pen interrupt and goes low whenever the screen
is touched. When the pen interrupt enable bit is set to 1, the pen
interrupt request is disabled and the pin functions as an interrupt
when a measurement exceeds a preprogrammed limit (INT).
Table 21. Codes for Selecting Input Channel and Normal or Ratiometric Conversion
Channel
SER/DFR
CHNL ADD[2:0]
Analog Input
X Switches
Y Switches
REF+
REF−
0
0
111
X+ (Y position)
Off
On
Y+
Y−
1
0
110
Y+ (X position)
On
Off
X+
X−
2
0
101
X+ (Z1 touch pressure)
X+ off, X− on
Y+ on, Y− off
Y+
X−
3
0
100
Y− (Z2 touch pressure)
X+ off, X− on
Y+ on, Y− off
Y+
X−
4
0
011
AUX
Off
Off
V
CC
GND
5
0
010
VBAT
Off
Off
V
CC
GND
6
0
001
TEMP
Off
Off
V
CC
GND
0
000
Invalid address
7
1
111
X+ (Y position)
Off
On
V
CC
GND
8
1
110
Y+ (X position)
On
Off
V
CC
GND
9
1
101
X+ (Z1 touch pressure)
Off
Off
V
CC
GND
12
1
100
Y− (Z2 touch pressure)
Off
Off
V
CC
GND
13
1
011
AUX
Off
Off
V
CC
GND
14
1
010
VBAT
Off
Off
V
CC
GND
15
1
001
TEMP
Off
Off
V
CC
GND
1
000
Invalid address
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	제조업체	부품명	데이터시트	상세설명
	

Analog Devices	
AD7889ACBZ-RL
	


779Kb / 40P	   Low Voltage Controller for Touch Screens
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	제조업체	부품명	데이터시트	상세설명
	

Analog Devices	
AD7879
	


652Kb / 36P	   Low Voltage Controller for Touch Screens

REV. 0
	
AD7879
	


779Kb / 40P	   Low Voltage Controller for Touch Screens

	

3M Electronics	
69-502
	


131Kb / 2P	   MicroTouch™ TouchPen System for ClearTek™ II Touch Screens

	

Burr-Brown (TI)	
TSC2046E
	


645Kb / 30P	   Low Voltage I/O TOUCH SCREEN CONTROLLER

	

Texas Instruments	
TSC2046E-Q1
	


803Kb / 28P	[Old version datasheet]   LOW-VOLTAGE I/O TOUCH SCREEN CONTROLLER

	

Burr-Brown (TI)	
TSC2046
	


554Kb / 23P	   Low Voltage I/O TOUCH SCREEN CONTROLLER

	

SHENZHEN FUMAN ELECTRON...	
TSC2046S
	


611Kb / 21P	   Low Voltage I/O Touch Screen Controller

	

Texas Instruments	
TSC2046
	


1Mb / 32P	[Old version datasheet]   Low-Voltage I/O TOUCH SCREEN CONTROLLER

	

Asahi Kasei Microsystem...	
AK4187
	


448Kb / 36P	   Touch Screen Controller for Dual Touch Gestures

	

List of Unclassifed Man...	
FTAS00-150A5
	


470Kb / 6P	   Resistive Touch Screens 5-Wire, 4-Wire & Digital Solutions







More results






	

	

	



Html Pages



 1

 2

 3

 4

 5

 6

 7

 8

 9

 10

 11

 12

 13

 14

 15

 16

 17

 18

 19

 20

 21

 22

 23

 24

 25

 26

 27

 28

 29

 30

 31

 32

 33

 34

 35

 36

 37

 38

 39

 40





데이터시트 다운로드
 












	링크 URL

	

















English
中文
한국어
français
español
日本語
Deutsch
italiano
русский
polski
português
Tiếng việt
Indian
Mexican
British
New Zealand





	
개인정보취급방침

	ALLDATASHEET.CO.KR



	
ALLDATASHEET 가 귀하에 도움이 되셨나요?  [ DONATE ] 

	
Alldatasheet는?   |  
광고문의   |   

운영자에게 연락하기   |  
개인정보취급방침   |   

링크교환   |  
제조사별 검색

All Rights Reserved©Alldatasheet.com 




	 
Mirror Sites
English :   Alldatasheet.com  |  
English :    Alldatasheet.net  |  
Chinese : Alldatasheetcn.com  |  
German :  Alldatasheetde.com  |  
Japanese : Alldatasheet.jp

Russian : Alldatasheetru.com  |  
Korean : Alldatasheet.co.kr  |  
Spanish : Alldatasheet.es  |  
French : Alldatasheet.fr  |  
Italian : Alldatasheetit.com

Portuguese : Alldatasheetpt.com  |  
Polish : Alldatasheet.pl  |  
Vietnamese : Alldatasheet.vn

Indian : Alldatasheet.in  |  
Mexican : Alldatasheet.com.mx  |  
British : Alldatasheet.co.uk  |  
New Zealand : Alldatasheet.co.nz

	
Family Site :   ic2ic.com  |  
icmetro.com



   










